Facility Summary in Musselshell County in the City of Melstone

Location: JAKES GARAGE Facility Code: 25794
221 US Hwy 12 Last Inspected On: 09/20/2021
Melstone, MT 59054 Musselshell System Facility 1D:33-01481 Operating Permit Renewal Date: 10/01/2024

Note: Inspection is due 90 days before the Operating Permit Renewal Date.

Owner Operator Contact: Jake Zaharko;Jakes Garage Inc 4063582389

Operator Contact: Larry Zaharko;Tim DeJaegher 4063582389

Owner/Operator: Jake Zaharko

Owner/Operator: Jakes Garage Inc

Larry Zaharko, UST Class A Operator
Larry Zaharko, UST Class B Operator
Tim DeJaegher, UST Class A Operator
Tim DeJaegher, UST Class B Operator

LSSt 08 Tank Age 24 EZ?: i fe 12/01/1998 Tank Material Steel Clad Piping Material Flexible Plastic Overfill Types Flapper Valve
TagNumber 3770 | Spill TestDate 11162021 FPiNgInstalled Tk opewaled  PPING DoubleWaled ~ AST No o
Date Construction Construction
Currently in Sump Tightness Catastrophic L.D . - . ) .

Tank Status Use MLLD Test Date Test Date Type 3.0 Not Required Piping Type Safe Suction CP Met Types Non-corrodible

. Tank/Piping CP Primary Tank Manual Interstitial 'Primary Pipe
Product Gasoline PLLD Test Date Test Date 01/04/2013 Lerk Daicsiiom Monitoring Detection Vapor Recovery No

. Line Tightness Secondary Tank Secondary Pipe
S 3750 A T (D Test Date Leak Detection Detection SIS /- 80 No
Overfill Test Date  09/20/2021 ATG Type
LSSt 09 Tank Age 24 EZ?: i fe 12/01/1998 Tank Material Steel Clad Piping Material Flexible Plastic Overfill Types Flapper Valve
TagNumber 371 | Spill TestDate 11172021 FPinginstalled Tk opewaled  PPING DoubleWaled ~ AST No o
Date Construction Construction
Currently in Sump Tightness Catastrophic L.D . Amf : .

Tank Status Use MLLD Test Date Test Date Type 3.0 Not Required Piping Type Safe Suction CP Met Types Non-corrodible

. Tank/Piping CP Primary Tank Manual Interstitial 'Primary Pipe
Product Gasoline PLLD Test Date Test Date 01/04/2013 Lerk Daicsiiom Monitoring Detection Vapor Recovery No

. Line Tightness Secondary Tank Secondary Pipe
Cepaey 2250 AV TESE DENE Test Date Leak Detection Detection S o ect No
Overfill Test Date  09/20/2021 ATG Type
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Facility Summary in Musselshell County in the City of Roundup

Location: CONOCO CONVENIENCE CENTER
806 Main St
Roundup, MT 59072-2224 Musselshell

Facility Code: 25845
Last Inspected On: 10/04/2022

System Facility 1D:33-05030 Operating Permit Renewal Date: 12/14/2025

Note: Inspection is due 90 days before the Operating Permit Renewal Date.

Owner Operator Contact: McCleary Distributing Inc 4063231108
Operator Contact: Terry Watkins 4063231108
Owner/Operator: McCleary Distributing Inc
Terry Watkins, UST Class A Operator
Terry Watkins, UST Class B Operator
Tank Code | 06 ] Tank Installed oo oo I Cathodically | = N T .
Tank Age 33 Date 08/30/1989 Tank Material Protected Steel Piping Material Flexible Plastic Overfill Types Flapper Valve
Tag Number 1591 Spill Test Date 08/23/2022 g lusiizle UELTLS n Pl " Double Walled AST No
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, S RN EnELUEURNNS 0000 EECEECUSUNNNEES 0 NN 00
Currently in Sump Tightness Catastrophic L.D . - . .
Tank Status Use MLLD Test Date Test Date Type 3.0 Not Required Piping Type Not Listed CP Met Types Galvanic
. Tank/Piping CP Primary Tank Automatic Tank  Primary Pipe
DR Gocclre DN | TestDate C0le3f20%2  LeakDetection  Gauging02  Defection | | .
n Line Tightness Secondary Tank Secondary Pipe
Capacity 4000 ATG Test Date 08/23/2022 Test Date 09/09/2016 Leak Detection Detection Energy Act No
Gilbarco-Veeder
Overfill Test Date  08/23/2022 ATG Type Root/TLS-
350/Gilbarco EMC
Tank Code 07 Tank Installed n Cathodically - . . . .
Tank Age 33 Date 08/30/1989 Tank Material Protected Steel Piping Material Flexible Plastic Overfill Types Flapper Valve
Tag Number 1592 Spill Test Date  08/23/2022  FIping Installed TELTIS Piping Double Walled ~ AST No
Date Construction Construction
Currently in Sump Tightness Catastrophic L.D Mechanical Line A . .
Tank Status Use MLLD Test Date 08/23/2022 Test Date Type 3.0 Leak Detector Piping Type Pressurized CP Met Types Galvanic
. Tank/Piping CP Primary Tank Automatic Tank  Primary Pipe MLLD Line
PIEE ! Gasoline PRI PRI Test Date 08/23/2022 Leak Detection Gauging 0.2 Detection Tightness Testing VETZEIT RESEY I
. Line Tightness Secondary Tank Secondary Pipe
Capacity 4000 ATG Test Date 08/23/2022 Test Date 08/23/2022 Leek Dacsiion Detection Energy Act No
Gilbarco-Veeder
Root/TLS-
. 350/Gilbarco
Overfill Test Date 08/23/2022 ATG Type EMC Veeder

Root/Red Jacket
FXIV
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Report Created: 11/1/2022

08/23/2022

08/23/2022

10/01/1996

10/01/1996

10/01/1996

Cathodically
Protected Steel

Mechanical Line
Leak Detector

Automatic Tank
Gauging 0.2

Gilbarco-Veeder
RoOt/TLS-
350/Gilbarco
EMC;Veeder
Root/Red Jacket
FXIV

Cathodically
Protected Steel

Mechanical Line
Leak Detector

Continuous
Interstitial
Monitoring

Gilbarco-Veeder
Root/ILS-
350;Veeder Root/

Cathodically
Protected Steel

Mechanical Line
Leak Detector

Continuous
Interstitial
Monitoring

Gilbarco-Veeder
Root/ILS-
350;Vaporless
Manufacturing/Va
porless LD-2000

Cathodically
Protected Steel
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MLLD Line
Tightness Testing

Flexible Plastic

MLLD Line
Tightness Testing

Flexible Plastic

MLLD Line
Tightness Testing

Flexible Plastic

Flapper Valve

Flapper Valve



n Piping Installed Tank K Piping
- . sl Testbaie  ORSEO2 pae” Construction PP construction  Pertietaled AST Yo
Currently in Sump Tightness Catastrophic L.D  Mechanical Line - . .
Tank Status Use MLLD Test Date 08/23/2022 Test Date 07/10/2018 Type 3.0 Leak Detector Piping Type Pressurized CP Met Types Galvanic
. n Continuous . . .
. Tank/Piping CP Primary Tank o Primary Pipe MLLD Line
Product Diesel PLLD Test Date Test Date 08/23/2022 Leak Detection :\%eg;gﬂilg Detection Tightness Testing Vapor Recovery No
N 3 . . | Line Tightness ooy Secondary Tank Secondary Pipe .
B | ATGTestDaie  OOS2022  Testpate COl2Sf2022 LeakDetection Detection” .
Gilbarco-Veeder
Root/ILS-
Overfill Test Date 08/23/2022 ATG Type 350;Vaporless
Manufacturing/Va
porless LD-2000
Tank Code 12 Tank Installed . Cathodically . . . . .
Tank Age 26 Date 10/01/1996 Tank Material Protected Steel Piping Material Flexible Plastic Overfill Types Flapper Valve
n Piping Installed Tank K Piping
| . Spil Testbate 0282022 pate Construction  POPeWAId  Gongiruction  PowleWaled - AST oo
Currently in Sump Tightness Catastrophic L.D  Mechanical Line . . .
Tank Status Use MLLD Test Date 08/23/2022 Test Date 07/10/2018 Type 3.0 Leak Detector Piping Type Pressurized CP Met Types Galvanic
. n Continuous . . .
. Tank/Piping CP Primary Tank o Primary Pipe MLLD Line
Product Diesel PLLD Test Date Test Date 08/23/2022 Leak Detection :\%eg;gﬂilg Detection Tightness Testing Vapor Recovery No
. 3 . . | Line Tightness ooy Secondary Tank Secondary Pipe .
Capacity 2000 ATG Test Date 08/23/2022 Test Date 08/23/2022 Leak Detection Detection Energy Act No
Gilbarco-Veeder
Root/ILS-
Overfill Test Date  08/23/2022 ATG Type 350;Vaporless

Manufacturing/Va
porless LD-2000

Location: EXPRESS STOP
701 1st Ave W
Roundup, MT 59072 Musselshell

Facility Summary in Musselshell County in the City of Roundup

System Facility 1D:33-06612

Facility Code: 25862

Last Inspected On: 07/14/2022

Operating Permit Renewal Date: 09/10/2025

Note: Inspection is due 90 days before the Operating Permit Renewal Date.

Owner Operator Contact: Thind Inc

5108945533

Operator Contact: Lakhbir Singh

Owner/Operator: Thind Inc

Lakhbir Singh, UST Class A Operator
Lakhbir Singh, UST Class B Operator

Report Created: 11/1/2022
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10/01/1998

07/14/2022

10/01/1998

Temporarily
Out of Use

o1 03/26/1985
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Fiberglass
Reinforced Plastic

Electronic Line
Leak Detector

Automatic Tank

Gauging 0.2

Gilbarco/TLS-
350;Veeder
Root/8484 Series
PLLD

Fiberglass
Reinforced Plastic

Electronic Line
Leak Detector

Automatic Tank
Gauging 0.2

Gilbarco-Veeder
RoOt/TLS-
350/Gilbarco
EMC;Veeder
Root/8484 Series
PLLD

Fiberglass
Reinforced Plastic

Electronic Line
Leak Detector

Automatic Tank
Gauging 0.2

Gilbarco-Veeder
ROOt/TLS-
350/Gilbarco EMC

Cathodically
Protected Steel
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Fiberglass
Reinforced Plastic

Continuous
Interstitial No
Monitoring

Fiberglass
Reinforced Plastic

High Level Alarm

Continuous
Interstitial No
Monitoring

Fiberglass
Reinforced Plastic

High Level Alarm

Continuous
Interstitial No
Monitoring

Fiberglass

Reinforced Plastic High Level Alarm



Interior/Impressed No
Current

Electronic Line Impressed
Leak Detector Current

Automatic Tank
Gauging 0.2

Gilbarco-Veeder
ROOt/TLS-
350/Gilbarco
EMC;Veeder
Root/8484 Series
PLLD

Cathodically Fiberglass )
03/26/1985 Protected Steel Reinforced Plastic High Level Alarm

07/14/2022

Interior/Impressed No

Electronic Line Impressed
Leak Detector Current

Automatic Tank
Gauging 0.2

Gilbarco-Veeder
RoOt/TLS-
350/Gilbarco
EMC;Veeder
Root/8484 Series
PLLD

07/14/2022

. . Flapper
Cathodically Fiberglass Valve:High Level

Protected Steel Reinforced Plastic Alarm

03/26/1985

Interior/Impressed No
Current

Electronic Line Impressed
Leak Detector Current

Automatic Tank
Gauging 0.2

07/14/2022 07/14/2022 No
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Gilbarco-Veeder
ROOt/TLS-
350/Gilbarco
EMC;Veeder
Root/8484 Series
PLLD

Facility Summary in Musselshell County in the City of Roundup

Overfill Test Date 08/24/2022 ATG Type

Location: FORMER WELLS FARGO BANK ROUNDUP
12 Main St
Roundup, MT 59072-2828 Musselshell

Facility Code: 25806
Last Inspected On: 03/23/2022

System Facility 1D:33-02079 Operating Permit Renewal Date: 07/02/2025

Note: Inspection is due 90 days before the Operating Permit Renewal Date.

Owner Operator Contact: Roundup SD 55 and 55H

Operator Contact: A. Paul Thompson;Scott Wells 4068607125;4069405377

Owner/Operator: Roundup SD 55 and 55H

A. Paul Thompson, UST Class A Operator

A. Paul Thompson, UST Class B Global Operator
Scott Wells, UST Class A Operator

Scott Wells, UST Class B Global Operator

LTG5 S2 Tank Age 29 -ISZ?&L( Ttz 10/06/1993 Tank Material lg:?(:[]eoc(:lecc?geel Piping Material Copper Overfill Types Flapper Valve
”””””””””””””” o oo Pipinglnstalled  Tank oo Piping Lo e
Tag Number 3495 Spill Test Date 03/23/2022 Date Construction Double-Walled Construction Double Walled AST No
Temporarily Sump Tightness Catastrophic L.D . . . .
Tank Status Out of Use MLLD Test Date Test Date 10/28/2016 Type 3.0 Auto Dialer Piping Type U.S. Suction CP Met Types Galvanic
. n Continuous 5 . Continuous
Product Heating Oil PLLD Test Date ;22:({;'1?;”9 ©r 03/23/2022 E;gllalg)étzirt]ilén Interstitial gggg{% rl?lpe Interstitial Vapor Recovery No
Monitoring Monitoring
. Line Tightness Secondary Tank Secondary Pipe
Capacity 2000 ATG Test Date Tast De?te Leak Dete)étion Detectiony P Energy Act No
Overfill Test Date  03/23/2022 ATG Type Gilbarco-Veeder

Root/TLS-300




